



























































































































































Operating Unit Group 3 Permit Conditions, LERF/ETF

(Changes to correct typo in II1.3.R.1, add text to I1I.3.R.3.c, and add “e.g.” to I1I.3.R.3.c.2.a)

11.3.Q.9

11.3.Q.10

M.3.Q.11

111.3.Q.12

111.3.Q.13

111.3.Q.14

II1.3.R

IT1.3.R.1

IL.3.R.2

I1.3.R.3

III.3.R3.a

II.3.R3.b

IML.3.R3.c

The Permittees will close any LERF basin removed from service in accordance with the
requirements of Permit Condition I11.3.Q.7 or a basin that cannot be repaired or that the
Permittees will not to return to service. [WAC 173-303-650(5)(e)]

The Permittees will comply with the requirements of Addendum C, Section C.5.10 with respect
to management of ignitable or reactive wastes in the LERF basins. [WAC 173-303-650(7)]

The Permittees can place incompatible wastes and materials in the same LERF basin only if in
compliance with the requirements of WAC 173-303-395(1)(b), (¢). [WAC 173-303-650(8)]

The Permittees will use the action leakage rate in Addendum C, Section C.5.8, for operation of
LEREF basins, and comply with the requirements of WAC 173-303-650(10)(b). [WAC 173-303-
650(10)] :

The Permittees will comply with the requirements of WAC 173-303-650(11), incorporated by
reference.

The Permittees will comply with the requirements of 40 CFR 264, Subpart CC, incorporated by
reference by WAC 173-303-692.

GROUNDWATER

The Permittees will comply with the requirements of Addendum D, Groundwater Monitoring
Plan. [WAC 173-303-645}]

All wells constructed pursuant to this Permit will be constructed in compliance with Chapter

173-160 WAC incorporated by reference through WAC 173-303-645 (8)(c).

Update the Groundwater Monitoring Network

The Permittees will install an additional downgradient monitoring well E-26-15 as identified in
Addendum D, Groundwater Monitoring Plan by December, 2016.

Within 60-days of the well installation, the Permittees will submit a Class 2 Permit modification
[WAC 173-303-830 Appendix I, C.1.a] to update Addendum D and include the additional
monitoring well into the groundwater monitoring network.

Concurrently with the permit modification request, the Permittees will submit a revised “Liquid
Effluent Retention Facility Characterization Report” for the additional monitoring well that
includes:

1)
2)
3)
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Operating Unit Group 3 Permit Conditions, LERF/ETF

(Changes to correct typo in 1I.3.R.1, add text to Ill.3.R.3.c, and add “e.g.” to Ill.3.R.3.c.2.a) -

corrections nsure ad aulic understanding considering the ve | gradient in

IIL.3.R.3.c.1 Groundwater sample results from the new well (E-26-15) and the existing wells for all
constituents in the Addendum D, Groundwater Monitoring Plan for the Liquid Effluent
Retention Facility,

II.3.R3.c.2 Results of evaluating final well development data and drilling logs,

IIL.3.R3.c.2.a A well use designation (e.g., upgradient or downgradient).
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